
Specifications

Standard Features

  Conserver XL2   Conserver XL2-CMR   Conserver XL2-CML

Models

Conserver XL2

   D
oor Type

Project

Item

Quantity

CSI Section 11400

Approval

Date

Mandatory Specs

Specify voltage

Optional Features

  Solid Bowl Option

Accessory Items

•Universal timer
Built in waste accumulator
3” (76 mm) stainless steel adjustable 
bullet feet
Delimer switch for easy removal of 
hard water deposits
Removable scrap screen
Three selectable timer cycles
Air gap instead of vacuum breaker
Door safety switch
Convenient top mounted controls
Auto start
Interchangeable stainless steel arms
Internal sump saves space

•
•
•

•

•
•
•
•
•
•
•
•

   36 Compartment Racks       
(4-1/8”, 5-5/8”, or 7”)

    (105 mm, 143 mm,  178 mm)
  Combination Rack
  Peg Rack
   Sanitizer Alarm
   Scaltrol
  Water Hammer Arrestor
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U s e s  1 . 5  g a l l o n s  ( 6  l i t e r s )  o f  w a t e r  p e r 
r a c k

7 4  r a c k  p e r  h o u r  

S i n g l e  p o i n t  e l e c t r i c a l  c o n n e c t i o n

S e l f - d r a i n i n g  s t a i n l e s s  s t e e l  p u m p 
e l i m i n a t e s  s o i l / d e t e r g e n t  c a r r y o v e r 
b e t w e e n  w a s h  a n d  r i n s e  c y c l e s

D u m p  a n d  f i l l  f e a t u r e  d i s p o s e s  o f  d i r t y 
w a t e r ,  r e p l a c i n g  i t  w i t h  a  f r e s h  w a t e r 
r i n s e  e v e r y  c y c l e

F i e l d  c o n v e r t i b l e  f r o m  s t r a i g h t  t o  c o r -
n e r  a n d  c o r n e r  t o  s t r a i g h t  f o r  f l e x i b l e 
i n s t a l l a t i o n s  a n d  a p p l i c a t i o n s .

D u a l - p o i n t  d r a i n  c o n n e c t i o n s  a l l o w 
f o r  v e r s a t i l e  i n s t a l l a t i o n s

1 7 - 1 / 4 ”  ( 4 3 8  m m )  v e r t i c a l  i n s i d e  c l e a r -
a n c e 

3  b u i l t - i n  d i s p e n s i n g  p u m p s  f o r  d e t e r -
g e n t ,  r i n s e  a g e n t  a n d  s a n i t i z e r  a r e 
c o n t r o l l e d  b y  i n d i v i d u a l  p r i m i n g 
s w i t c h e s

F u l l y  a u t o m a t i c  t i m e d  c y c l e s   -  9 0  s e c -
o n d s ,  3  m i n u t e s  o r  5  m i n u t e s

A c c o m m o d a t e s  2  r a c k s  s i d e  b y  s i d e



 
moDel 

no.

SIze  
DrAIn 

heIght

ShIPPIng Info DImenSIonS

heIght wIDth DePth weIght ClASS Cube heIght wIDth DePth

Conserver 
XL2

68-1/2” 
(1740 mm)

50-1/2”
(1286 mm)

25”
(636 mm)

11-1/4” 
(283 mm)

560 lbs 
(254 kg) 92.5 74.8”

cu. ft.
78” 

(1981 mm)
55”

(1397 mm)
30”

(762 mm)

DIMENSIONS--INCHES (mm)--STANDARD MODEL

REQUIREMENTS

HOW TO SPECIFY- EXAMPLE:
Conserver XL2 - Chemical sanitizing, 115 volt, 1 phase

PERFORMANCE CAPABILITIES

Flow Pressure (PSI) 15-25

Wash Pump Motor Horsepower 3/4

Pump Capacity (GPM) 55

Minimum Chlorine Required (PPM) 50

moDel eleCtrICAl 

reQuIrement

SerVICe breAKer  

SIze

Conserver XL2 115v/60~1ø-22.8A 30A

wAter 

reQuIrementS

mInImum reCommenDeD

INLET TEMPERATURE 120°F
48.9ºC

140°F
60.0ºC

WASH OPERATING 
TEMPERATURES

120°F
48.9ºC

140°F
60.0ºC

RINSE OPERATING 
TEMPERATURES

120°F
48.9ºC

140°F
60.0ºC

Visit us at www.jacksonmsc.com or call us at 1-888-800-5672

Conserver XL2

51
4 [134mm]

1
2 [13mm]

18 [459mm]

211
2 [545mm]

8 [202mm]

5 [128mm]

A

B

A - Electrical Connection
B - Water Connection, 14"

Legend

Bowl Option - Right Side View

Bowl Option - Front Side View



 
moDel 

no.

SIze  
DrAIn 

heIght

ShIPPIng Info DImenSIonS

heIght wIDth DePth weIght ClASS Cube heIght wIDth DePth

Conserver 
XL2-CMR

68-1/2” 
(1740 mm)

48-1/2”
(1232 mm)

25”
(635 mm)

11-1/4” 
(283 mm)

560 lbs 
(254 kg)

92.5 74.8”
cu. ft.

78” 
(1981 mm)

55”
(1397 mm)

30”
(762 mm)

DIMENSIONS--INCHES (mm)--STANDARD MODEL

moDel eleCtrICAl 

reQuIrement

SerVICe breAKer  

SIze

Conserver XL2-CMR 115v/60~1ø-22.8A 30A

PERFORMANCE CAPABILITIES

Flow Pressure (PSI) 15-25

Wash Pump Motor Horsepower 3/4

Pump Capacity (GPM) 55

Minimum Chlorine Required (PPM) 50

REQUIREMENTS

wAter 

reQuIrementS

mInImum reCommenDeD

INLET TEMPERATURE 120°F
49ºC

140°F
60ºC

WASH OPERATING 
TEMPERATURES

120°F
49ºC

140°F
60ºC

RINSE OPERATING 
TEMPERATURES

120°F
49ºC

140°F
60ºC

HOW TO SPECIFY - EXAMPLE:
Conserver XL2-CMR - Chemical sanitizing, 115 volt, 1 phase

   

Visit us at www.jacksonmsc.com or call us at 1-888-800-5672

Conserver XL2 - CMR

51
4 [134mm]

1
2 [13mm]

18 [459mm]

211
2 [545mm]

8 [202mm]

5 [128mm]

A

B

A - Electrical Connection
B - Water Connection, 14"

Legend

Bowl Option - Right Side View

Bowl Option - Front Side View



 
moDel 

no.

SIze  
DrAIn 

heIght

ShIPPIng Info DImenSIonS

heIght wIDth DePth weIght ClASS Cube heIght wIDth DePth

Conserver 
XL2-CML

68-1/2” 
(1740 mm)

48-1/2”
(1232 mm)

25”
(635 mm)

11-1/4” 
(283 mm)

560 lbs 
(254 kg) 92.5 74.8”

cu. ft.
78” 

(1981 mm)
55”

(1397 mm)
30”

(762 mm)

DIMENSIONS--INCHES (mm)--STANDARD MODEL

moDel eleCtrICAl 

reQuIrement

SerVICe breAKer  

SIze

Conserver XL2-CML 115v/60~1ø-22.8A 30A

PERFORMANCE CAPABILITIES

Flow Pressure (PSI) 15-25

Wash Pump Motor Horsepower 3/4

Pump Capacity (GPM) 55

Minimum Chlorine Required (PPM) 50

REQUIREMENTS

wAter 

reQuIrementS

mInImum reCommenDeD

INLET TEMPERATURE 120°F
49ºC

140°F
60ºC

WASH OPERATING 
TEMPERATURES

120°F
49ºC

140°F
60ºC

RINSE OPERATING 
TEMPERATURES

120°F
49ºC

140°F
60ºC

HOW TO SPECIFY - EXAMPLE:
Conserver XL2-CML  - Chemical sanitizing, 115 volt, 1 phase

                       We reserve the right to change specifications appearing in this bulletin without incurring any obligation for equipment previously or subsequently sold.

 Conserver XL2-CML
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51
4 [134mm]

1
2 [13mm]

18 [459mm]

211
2 [545mm]

8 [202mm]

5 [128mm]

A

B

A - Electrical Connection
B - Water Connection, 14"

Legend

Bowl Option - Right Side View

Bowl Option - Front Side View


